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FUNNELS

STEEL FUNNELS WITH EXTENSION
• 8 3/4" diameter galvanized steel 

funnel with brass screen strainer
• 16" long flexible extension
• 15/16" spout diameter
• Capacity: 2 gallons
• Suitable for use with tractors
Model No� NB001 
Price/Each $   

STRAINER FUNNELS
• Tin strainer funnels have a built-in  

screen that prevents the flow of  
harmful particles into the liquid

Model  Top Body                    Spout  Price 
No. Cap. Dia." Ht." Ht." Dia." /Each

NB069 1 pint 4 3/4 3 7/16 2 1/16 3/8    
NB070 1 quart 5 3/4 4 5/16 2 3/8 1/2    
NB067 1/2 gal. 7 1/2 5 5/8 2 11/16 5/8    
NB068 1 gal. 8 3/4 6 1/2 3 1/2 3/4    

Model  Top Hose Spout Spout Price 
No. Cap. Dia." Length" Dia." /Each

NB027 1 pint 4 3/4 9 3/8    
NB028 1 quart 5 7/8 8 1/2    
NB025 1/2 gal. 7 5/8 8 1/2 1/2    
NB026 1 gal. 8 7/8 10 1/2    

UTILITY FUNNELS
• Lightweight tin and galvanized steel funnels 

available in capacities from 1 pint to 1 gallon

STEEL FUNNELS WITH EXTENSION
• Galvanized steel funnel comes with a flexible extension
• 1/2" diameter hose for 1-pint model, 

3/4" diameter for larger sizes

  Top Body            Spout  Tin Price Galv. Price 
 Cap. Dia." Ht." Ht." Dia." Model No. /Each Model No. /Each

 1 pint 4 3/4 3 7/16 2 1/16 3/8 NB077     NB031    
 1 quart 5 3/4 4 5/16 2 3/8 1/2 NB078     NB032    
 1/2 gal. 7 1/2 5 5/8 2 11/16 5/8 NB075     NB029    
 1 gal. 8 3/4 6 1/2 3 1/2 3/4 NB076     NB030    

NON-TILT STEEL FUNNELS
• Suitable for use with tractors
• Non-tilt feature allows funnel 

to remain upright when in use
• Galvanized steel funnel has 

8 3/4" diameter, comes with 
brass screen strainer

• 15/16" spout diameter
• Capacity: 2 gallons
Model No� NB004 
Price/Each $   

LIQUID MEASURES
A. FLEXIBLE SPOUT
• Spill proof top
• Flexible spout makes it easy 

to reach difficult areas and 
hard to reach pouring angles

• Flexible spout length: 8"
• Spout diameter: 1/2" 
• Available in tin, galvanized 

steel or stainless steel

  Tin  Price Galvanized  Price Stainless  Price 
 Cap. Model No. Dia." x  H" /Each Model No. Dia." x  H" /Each Model No. Dia." x  H" /Each

A. FLEXIBLE SPOUT
 1 quart NB082 4 1/4 x 4 3/4     NB035 4 x 5 7/16     NB056 4 x 5 7/16    
 1/2 gallon NB079 4 1/4 x 8 7/8     NB033 5 x 7 1/4     NB052 4 x 7 1/4    
 1 gallon NB081 6 x 9 3/4     NB034 6 x 9 3/4     NB054 6 x 9 3/4    
B. OPEN TOP
 1 quart NB087 4 1/4 x 4 3/4     NB038 4 x 5 7/16     NB061 4 x 5 7/16    
 1/2 gallon NB083 4 1/4 x 8 7/8     NB036 5 x 7 1/4     NB057 4 x 7 1/4    
 1 gallon NB085 6 x 9 3/4     NB037 6 x 9 3/4     NB059 6 x 9 3/4    

A�

B. OPEN TOP
• Available in tin,  

galvanized steel  
or stainless steel

STEEL FUNNELS
• Suitable for use with tractors
• Galvanized steel funnel has 

8 3/4" diameter and comes 
with a brass screen strainer

• Body height: 7 1/2"
• Spout height: 4 13/16"
• Spout diameter: 15/16" 
• Capacity: 2 gallons
Model No� NA999 
Price/Each $   

B�

Call our order desk for a quote when funnels  
& measures are to be used in food industry�

NB028
NB001

NB078

NB082
NB087

NB070

NA999

NB004

Model No.  Dia." Price/Each

MN448 3    
YC564 5    
NC991 9    

POLYETHYLENE 
FILTER FUNNELS
• Made of chemical resistant 

polyethylene
• Screen filter included

NC991

Model    Price 
No. Capacity /Each

TYB513 1 quart    
TYB514 2 quart    
TYB515 3 quart    
TYB516 5 quart    

TYB514

LIQUID MEASURES
• Translucent high density polyethylene construction
• Comes complete with a polyethylene flexible  

spout for difficult to reach areas
• Cap on flexible spout and polypropylene 

lid renders measure spill proof
• Spout length: 7 1/2"
• Spout diameter: 3/4"

Model     Price 
No. Diameter" Capacity /Each

TYB517 8 1.7 litres    
TYB518 9 1/2 3 litres    

FUNNELS
• Translucent high density 

polyethylene construction
• Wire mesh screen keeps 

contaminants out
• Comes complete with a  

polyethylene flexible spout  
for difficult to reach areas

• Curved funnel ends make the  
funnel splash and spill proof

TYB517


